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	TEGULAR

PLAIN

600 X 600

T15
	M2. Supply and installation of Movinord metal ceiling consisting of 600 x 600-mm, plain, 3-mm bevelled, 8-mm tegular tiles for series 15 profiling. Galvanised-steel, cold-drawn tiles electrostatically painted with polyester powder and polymerised at 200ºC to a thickness of 60 micrometres. Standard Movitec white. Series 15 support frame consisting of primary and secondary profiles in galvanised steel (38-mm vertical, 15-mm horizontal tee). Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.


	TEGULAR

PERFORATED

600 X 600

T15
	M2. Supply and installation of Movinord metal ceiling consisting of 600 x 600-mm, perforated (( 2.5 mm), 3-mm bevelled, 8-mm tegular tiles for series 15 profiling. Galvanised-steel, cold-drawn tiles electrostatically painted with polyester powder and polymerised at 200ºC to a thickness of 60 micrometres. Standard Movitec white. The tiles incorporate hot-melted, damper fleece for appropriate acoustic absorption. Series 15 support frame consisting of primary and secondary profiles in galvanised steel (38-mm vertical, 15-mm horizontal tee). Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.


	TEGULAR

MICRO-

PERFORATED

600 X 600

T15
	M2. Supply and installation of Movinord metal ceiling consisting of 600 x 600-mm, micro-perforated (( 1.5 mm), 3-mm bevelled, 8-mm tegular tiles for series 15 profiling. Galvanised-steel, cold-drawn tiles electrostatically painted with polyester powder and polymerised at 200ºC to a thickness of 60 micrometres. Standard Movitec white. The tiles incorporate hot-melted, damper fleece for appropriate acoustic absorption. Series 15 support frame consisting of primary and secondary profiles in galvanised steel (38-mm vertical, 15-mm horizontal tee). Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.


	TEGULAR

PLAIN

600 X 600

T24
	M2. Supply and installation of Movinord metal ceiling consisting of 600 x 600-mm, plain, 3-mm bevelled, 8-mm tegular tiles for series 24 profiling. Galvanised-steel, cold-drawn tiles electrostatically painted with polyester powder and polymerised at 200ºC to a thickness of 60 micrometres. Standard Movitec white. Series 24 support frame consisting of primary and secondary profiles in galvanised steel (38-mm vertical, 24-mm horizontal tee). Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.


	TEGULAR

PERFORATED

600 X 600

T24
	M2. Suplí and installation of Movinord metal ceiling consisting of 600 x 600-mm, perforated (( 2.5 mm), 3-mm bevelled, 8-mm tegular tiles for series 24 profiling. Galvanised-steel, cold-drawn tiles electrostatically painted with polyester powder and polymerised at 200ºC to a thickness of 60 micrometres. Standard Movitec white. The tiles incorporate hot-melted, damper fleece for appropriate acoustic absorption. Series 24 support frame consisting of primary and secondary profiles in galvanised steel (38-mm vertical, 24-mm horizontal tee). Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.


	TEGULAR

MICRO-

PERFORATED

600 X 600

T24
	M2. Supply and installation of Movinord metal ceiling consisting of 600 x 600-mm, micro-perforated (( 1.5 mm), 3-mm bevelled, 8-mm tegular tiles for series 24 profiling. Galvanised-steel, cold-drawn tiles electrostatically painted with polyester powder and polymerised at 200ºC to a thickness of 60 micrometres. Standard Movitec white. The tiles incorporate hot-melted, damper fleece for appropriate acoustic absorption. Series 24 support frame consisting of primary and secondary profiles in galvanised steel (38-mm vertical, 24-mm horizontal tee). Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.
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