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	FREELAY MEDIUM
	M2. Supply and installation of Movinord medium Freelay-system access floor, comprising 600 x 600-mm, 32-mm thick panels. The panels consist of two sheets of drawing-quality steel: the lower sheet is 0.9-mm thick and incorporates multiple hemispherical cells and the upper sheet is 0.7-mm thick and plain; the two sheets are joined with 128 weld spots. The core is injected with lightened cement at 1,280-kg/m3, fast set for total compactness. The panels are fitted onto the pedestals by screwless positive positioning to facilitate plenum access. The adjustable pedestals with 100 x 100-mm bases are adhered to the sub-floor and allow for plenum height variations of between 75 and 450 mm. The panels can be supplied bare or with any final surface finish from the Movinord finish range. They can be machined on-site to accommodate grilles, cable grommets, inspection covers, etc. Access floor manufactured per UNE-EN 12825, Safety factor 3. Ultimate load class 4 of 9.0 kN. Sag class C. Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.


	FREELAY HEAVY
	M2. Supply and installation of Movinord heavy Freelay-system access floor, consisting of 600 x 600-mm, 32-mm thick panels. The panels consist of two sheets of drawing-quality steel: the lower sheet is 1.3-mm thick and incorporates multiple hemispherical cells and the upper sheet is 0.9-mm thick and plain; the two sheets are joined with 128 weld spots. The core is injected with lightened cement at 1,360-kg/m3, fast set for total compactness. The panels are fitted onto the pedestals by screwless positive positioning to facilitate plenum access. The adjustable pedestals with 100 x 100-mm bases are adhered to the sub-floor and allow for plenum height variations of between 75 and 450 mm. The panels can be supplied bare or with any final surface finish from the Movinord finish range. They can be machined on-site to accommodate grilles, cable grommets, inspection covers, etc. Access floor manufactured per UNE-EN 12825, Safety factor 3. Ultimate load class 6 of 13.5 kN. Sag class C. Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.


	FREELAY EXTRA HEAVY
	M2. Supply and installation of Movinord extra-heavy Freelay-system access floor, consisting of 600 x 600-mm, 32-mm thick panels. The panels consist of two sheets of drawing-quality steel: the lower sheet is 1.3-mm thick and incorporates multiple hemispherical cells and the upper sheet is 1.1-mm thick and plain; the two sheets are joined with 128 weld spots. The core is injected with lightened cement at 1,440-kg/m3, fast set for total compactness. The panels are fitted onto the pedestals by screwless positive positioning to facilitate plenum access. The adjustable pedestals with 100 x 100-mm bases are adhered to the sub-floor and allow for plenum height variations of between 75 and 450 mm. The panels can be supplied bare or with any final surface finish from the Movinord finish range. They can be machined on-site to accommodate grilles, cable grommets, inspection covers, etc. Access floor manufactured per UNE-EN 12825, Safety factor 3. Ultimate load class 6 of 18.0 kN. Sag class C. Quality assurance EN ISO 9001: 2000 certified by AENOR and IQNET. Includes all parts necessary for installation. Supplied and installed by manufacturer-approved distributor.
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